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MOTOR CIRCUIT

120V, 50/60 HZ
* ROTATION AS VIEWED
FROM MOTOR END

MOTOR SPEED: 60 SEC.

SCHEMATIC

NOTE:
FUSE RECOMMENDED BUT NOT SUPPLIED

NOTES:
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MAXIMUM OUTPUT CURRENT IN OUTPUT VOLTAGE RANGE FROM 0 TO 25% ABOVE

LINE VOLTAGE. AT HIGHER OUTPUT VOLTAGES, THE OUTPUT CURRENT MUST BE REDUCED
ACCORDING TO THE DERATING CURVE FIGURE A, PAGE 16, STACO GC—4 CATALOG.

IF GANGED UNITS ARE USED IN A SYSTEM THAT ORDINARILY HAS A COMMON

NEUTRAL OR GROUND BETWEEN SOURCE AND LOAD , THE NEUTRAL OR GROUND MUST
BE CONNECTED TO THE COMMON TERMINALS OF THE VAIRABLE TRANSFORMER
ASSEMBLY. IF THE SYSTEM HAS NO NEUTRAL, THE LOAD MUST BE BALANCED OR

THE TRANSFORMERS WILL BE DAMAGED.

MAXIMUM KVA AT MAXIMUM OUTPUT VOLTAGE AND CORRESPONDING DERATED

OUTPUT CURRENT. MAXIMUM KVA FOR LOWER VOLTAGES MAY BE CALCULATED
FROM DERATING CURVE FIGURE A. PAGE 18, STACO GC—4 CATALOG.

= JUMPER PROVIDED IN THE STANDARD COMMON POSITION AND SHOULD BE MOVED
OR REMOVED AS REQUIRED.
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